¢ (N) WALL & (E) CONC.\KNST——_%

/47 HILTI KB I W/ 2" EMBED.

& 7 Ib./ft. TORQUE @24” O.C.

| (E) CONC. ROOF STRUCTURE

METAL CASING BEAD

18 GA. COMPENSATING TRACK

~

\

-

/

1/2" GAP

18 GA. CONT. MTL. TOP TRACK

5/8" CDX T. & G. PLYWD.

~~

@ SUPPLIES RM. SIDE W/ SCREWS

5/8" W.R. GYP. BD.

6" 18 GA. MTL. STUDS @ 16" 0.C.—

1/2" x 5 1/2” WD. BASE

W/ SCREWS TO STUDS; PAINT
CONTIN. SEALANT

18 GA. CONT. TRACK WITH

A.B. TO (E) SLAB @ 24" 0O.C.
CONC. FLOOR —

FULL HT. 6 STUD W/CDX PLYWD. WALL

SCALE : 1 1/2" = 1'=0" A718-7
ARCHITECTURAL STANDARD DETAIL [t
: . 04,/19/99 1.1/2"=1-0"
FULL HT. 6~ STUD W/CDX PLYWD. WALL APPROVED BY SHEET
UNIVERSITY OF CALIFORNIA — LAWRENCE BERKELEY NATIONAL LABORATORY |°*™® ' A718=7
FACILITIES DEPARTMENT  [memw 1




